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EXECUTIVE SUMMARY 
 
The scope of this report is to propose construction and infrastructure industry-specific guidelines for 

achieving CE goals by reviewing the issues related to “Design for No Waste” and “Design for Recycling. 

The following objectives are considered to achieve the aim of the project:  

 

1. To explore the current CE practices in the construction and infrastructure projects in the global 

and Australian context;  

2. To identify the key barriers and enablers of applying CE principles in the construction and 

infrastructure projects; and  

3. To develop industry-specific guidelines for implementing CE practices in the construction and 

infrastructure industry.  

The study applies a systematic literature review (SLR) using the PRISMA approach to analyse scholarly 

and grey literature and develop industry-specific guidelines. After completing the meta-analysis, the 

preliminary findings were presented to the industry experts and relevant stakeholders for feedback to 

finalise the industry-specific CE guidelines.  

 

It is evident from this exploratory study that the CE is gaining traction globally due to a broader 

application in the built environment and more comprehensive sustainability benefits. Though the 

current application is limited to the theoretical aspects than applied or case study-based, consideration 

of localised aspects is inevitable to make the application of CE impactful. The following diagram shows 

the identified barriers and enablers of CE. Cultural barriers and regulatory and organisational barriers 

with limited awareness of CE were identified as key barriers. CE's usefulness and greater applicability 

and competitive advantage in the business and emerging policy and regulatory requirements were 

identified as the key enablers of CE in the construction and infrastructure industry. 

 

After comprehensive desktop analysis, the study proposes the following CE guidelines under three 

broader areas; (i) circularity practices, (ii) resource management and (iii) innovation and optimisation. 

Key strategies and the key performance indicators (KPI) were also presented in the Table with a traffic-

light analysis: Green-highly aligned, Yellow- moderately aligned and Red- low alignment with the CE 

principles proposed by the Ellen McArthur Foundation.  

 

Although feedback was sought from the relevant stakeholders, the formulation of CE principles into 

an implementation tool requires further investigation and validation through industry-specific case 

studies in an Australian context. The study acknowledges its own limitations as the findings were 

derived from a desktop review of the global context.   
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1 INTRODUCTION  

Construction and demolition (C&D) waste generated during construction and infrastructure activities 

accounts for around one-third of global waste generation1. According to the latest national waste 

report (2022), Australia is no different as 29.0 million metric tonnes (Mt) of C&D waste was generated 

in 2020-2021, in Australia, which represents around 38% of Australian entire waste generation2. 

Around 6.4 Mt of C&D waste was disposed of in landfills. Through CE practices embedded with ‘design 

for no waste’ and ‘design for reuse/recycling’ principles, much of the C&D waste generation could have 

been avoided or at least recirculated within the construction and infrastructure supply chains.  

Since the China Waste Ban, major changes in the Australian regulatory policies have taken place 

(including Nation Waste Policy reform in 2018, setting up the action plan in 2019 and the 2025 waste 

recycling targets) in strengthening local waste infrastructure and improving overall waste management 

practices based on sustainability principles. The National Waste Policy Action Plan (1019) sets 7 targets, 

17 strategies and 78 actions to implement the Australian Waste Policy and the following targets are 

highly relevant for C&D waste management:  

• Reduce total waste generated in Australia by 10% per person. 

• 80% average resource recovery rate from all waste streams. 

• Significantly increase the use of recycled content by governments and industry by 2030.  

• Make comprehensive, economy-wide and timely data publicly available to support better 

consumer, investment and policy decisions. 

Like the Commonwealth Government, all states and territories in Australia have incorporated circular 

economy (CE) into their waste management strategies.   

 

1.1 CE Policies in different States and Territories in Australia 
 
The CE strategies considered in the State and Territory Governments’ follow the core three principles 

(i) design out waste and pollution, (ii) keep products and materials in use, and (iii) regenerate natural 

systems. However, the application and practices of CE in the state and territory governments vary 

depending on their local context and priorities. For example, South Australia has a long history of 

driving sustainable reuse of waste through policy and legislation spanning more than 30 years (e.g. 

Container Deposit Scheme-CDS). Moreover, SA Government has also initiatives to develop 

partnerships to implement the CE in regional areas3. NSW’s current CE policies focus on seven key 

areas which emphasise the importance of ‘push’ and ‘pull’ initiatives to stimulate both the supply and 

demand sides of resources in the economy. The transition to a CE is enabled by data, investment, 

innovation, collaboration, skills and engagement4. 

 

 
1 Miller, N. (2021). "The industry creating a third of the world's waste. BBC, Future Planet: Sustainability. Puiblished 16 December 2021.", 

from https://www.bbc.com/future/article/20211215-the-buildings-made-from-rubbish  
2 The Department of Climate Change, E., the Environment and Water; Blue Environment Pty Ltd; (2023). National Waste Report 2022. 
3 EPA-SA. (2022). "Container deposits. EPA South Australia. Retrieved from 

https://www.epa.sa.gov.au/environmental_info/waste_recycling/container_deposit." 
4 State of NSW and NSW Environment Protection Authority. (2019). "NSW Circular Economy Policy Statement Too Good To Waste."   

Retrieved 3 December 2022, 2022, from https://www.epa.nsw.gov.au/-/media/epa/corporate-site/resources/recycling/19p1379-
circular-economy-policy-final. 
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The ‘Recycling Victoria’ is the Victorian Government's 10-year policy and action plan for waste and 

recycling with 26 action items to achieve 4 CE goals5 : 

• Goal 1 – Design to last, repair and recycle. 

• Goal 2 – Use products to create more value. 

• Goal 3 – Recycle more resources. 

• Goal 4 – Reduce harm from waste and pollution. 

 

The ACT Government aims to achieve CE by considering the following five steps, as shown in Figure 01. 

The ACT Government’s CE strategies are highly relevant for C&D waste as it specifically considers 

emissions reduction, increased use of recycled contents in civil and infrastructure works and the use 

of recycled building materials. 

 

 

Figure 1. Five steps to a CE. Source: ACT Government (2020)6 

 

The CE has been incorporated into WA’s Waste Avoidance and Resource Recovery Strategy 20307 and 

the Tasmanian Government’s draft Waste Action Plan8. The NT Government has recently published 

their waste strategy, where the Government will work in partnership with local governments, industry, 

non-government organisations and communities towards the following three strategic priorities. 

 
5 The State of Victoria Department of Environment, L., Water and Planning,,. (2020). "Recycling Victoria a new economy."   Retrieved 4 

December 2022, 2022, from https://www.vic.gov.au/sites/default/files/2020-03/02032020%20Circular%20Economy%20Policy%20-
%20Final%20policy%20-%20Word%20Accessible%20version%20.pdf. 

6 Government, A. (2020). "ACT Waste Management Strategy Towards a sustainable Canberra 2011–2025 Reducing waste and recovering 
resources to achieve a sustainable, carbon-neutral Canberra.   Retrieved from 
https://www.environment.act.gov.au/__data/assets/pdf_file/0007/576916/ACT-Waste-Strategy-Policy_access.pdf." 

7 Australia, W. A. o. W. (2019). Waste Authority Annual Report 2018–19. 
8 Tasmanian Government. (2019). "Draft Waste Action Plan Consultation Draft." from 

https://nre.tas.gov.au/Documents/Draft%20Waste%20Action%20Plan.pdf. 
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• Priority 1: Modernise the regulatory framework to protect the environment and create the 

right regulatory settings for growing the CE industry 

• Priority 2: Start transitioning the Territory to a CE. 

• Priority 3: Establish the CE industry as a contributor to the Territory’s $40 billion by 2030 vision. 

 
Table 1. Summary of the States and Territory Governments’ CE-related policies in Australia 

States and 
Territories  

Waste/CE strategy Action plan/priority 
areas/Targets   

Specific 
to C&D 

C&D targets  

Australian 

Capital 

Territory 9 

 

ACT Waste 
Management 
Strategy 

Carbon neutral 
 waste sector 

No No 

New South 

Wales4  

 

NSW Circular 
Economy Policy 
Statement- Too 
Good To Waste 

Eight priority areas and three 
recycling targets  

Yes  80% for 
construction 
and demolition 
waste 

Northern 

Territory10  

The Northern 
Territory CE 
Strategy 
2022-2027 

Three priority areas  

• Regulatory framework 
modernisation 

• Transiting to CE 

• Establish CE industry  
 

No  No C&D 
related targets  

Queensland11  

 

Waste 
Management and 
Resource Recovery 
Strategy 

Targets for 2050 

• 25% reduction in household 
waste 

• 90% of waste is recovered 
and does not go to landfill 

• 75% recycling rates across all 
waste types 

Yes   85% of C&D 
waste 
diversion to 
landfill by 2050 

South 

Australia12  

South Australia’s 
Waste Strategy 
2020-2025 

By 2025:  

• 75% diversion of MSW 

• 90% diversion of C&I 

• 95% diversion of C&D 

Yes  95% diversion 
of C&D by 
2025 

Tasmania8  

 

Draft Waste Action 
Plan, 2019 

• 10% waste reduction by 2030 

• 80%resource recovery by 
2030 

Generic  No  

Victoria5  

 

Recycling Victoria 
A new economy 

• Divert 80 per cent of waste 
from landfill by 2030 

• Cut total waste generation 
by 15 per cent per capita by 
2030 

Generic   No 

 
9 Government, A. (2011). "ACT Waste Management Strategy Towards a sustainable Canberra 2011–2025 Reducing waste and recovering 

resources to achieve a sustainable, carbon-neutral Canberra.   Retrieved from 
https://www.environment.act.gov.au/__data/assets/pdf_file/0007/576916/ACT-Waste-Strategy-Policy_access.pdf." 

10 Northern Territory Government. (2022). "Northern Territory CIRCULAR ECONOMY STRATEGY 2022 - 2027 "   Retrieved 3 December 
2022, 2022, from https://depws.nt.gov.au/__data/assets/pdf_file/0020/1100882/northern-territory-circular-economy-strategy-2022-
2027.pdf. 

11Queensland Government. (2019). "Waste Management and Resource Recovery Strategy." from 
https://www.qld.gov.au/__data/assets/pdf_file/0028/103798/qld-waste-management-resource-recovery-strategy.pdf. 

12 Green Industries SA. (2020). "SUPPORTING THE CIRCULAR ECONOMY SOUTH AUSTRALIA’S WASTE STRATEGY 2020-2025."   Retrieved 3 
Decemeber 2022, 2022, from 
https://www.greenindustries.sa.gov.au/GISA_State%20Waste%20Strategy_final%201.1.pdf?downloadable=1. 
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Western 

Australia7  

 

Waste Avoidance 
and Resource 
Recovery Strategy 
2030 

• 30% reduction in C&D waste 
generation per capita by 2030 

• Increase C&D material 
recovery to 80%  

• 85% waste diversion rate  

Yes 80% material 
recovery target 
by 2030 
 

 
Despite having a strong emphasis on CE principles in the national and state/territory 

governments’ policies, clear guidelines for C&D waste management are yet to be developed 

for construction and infrastructure industries in Australia. Therefore, objective 3 of the SBEnrc 

1.85 project is to review the issues related to “Design for No Waste” and “Design for Recycling” 

to help develop industry-specific CE guidelines. 

 

1.2 Project’s aim and objectives  
 

This report aims to develop CE guidelines for the Australian construction and infrastructure industry 

by reviewing the issues related to “Design for No Waste” and “Design for Recycling”. The following 

objectives are considered to achieve the aim of the project:  

 

• To explore the current CE practices in the construction and infrastructure projects in the global 

and Australian context;  

• To identify the key barriers and enablers of applying CE principles in the construction and 

infrastructure projects; and  

• To develop industry-specific guidelines for implementing CE practices in the construction and 

infrastructure industry.  

 

1.3 Report structure  
 

The report comprises four sections, each containing information on the abovementioned objectives. 

Section 2 describes the study's methodology to identify relevant articles for the review process. Section 

3 presents the key findings of the review articles, and Section 4 provides the proposed CE guidelines 

for construction and infrastructure projects.   
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2 RESEARCH APPROACH 

The study applies a systematic literature review of scholarly and grey literature through the PRISMA 

approach. The following sections provide the scope of the PRISMA approach.  

 

2.1 PRISMA Approach  
 

The systematic literature review would consider both scholarly (SCOPUS and Web of Science-WoS) 

databases using different search strings. The figure shows the research framework of project 

objectives 3.  

 

The PRISMA (Preferred Reporting Items for Systematic Reviews and Meta-Analyses) approach was 

considered for the study to identify relevant articles from the databases13. Both SCOPUS and Web of 

Science databases were considered for the identification of the relevant articles. Only journal articles 

written in English were considered in the search criteria. For the grey literature, available reports, 

white papers and working papers from the relevant governments (presented in Section 1.1) and 

industry bodies (e.g. Green Building Advisor, Australian Institute of Building etc.) were considered. 

 

Systematic Literature Review

Design for Reuse/
Deconstruction (DfR/

DfD) 

Design for Recycling 
(DfR) 

Design for Zero-
waste (DfZw)

Scholarly Literature 
(Scopus, WoS)

Grey Literature
(Reports/While papers, Working 

papers, etc.)

Design for Zero-waste and Design for Recycling  Guidelines

 

Figure 2. The research framework and scope 
 

i. The scope of the study and search string used 
The study applied three-level (primary, secondary and tertiary) search string criteria to identify 

relevant articles from more generic to specific topic areas. Table 02 shows the search strings used in 

different search criteria. At the end of five search attempts, 313 articles were preliminarily identified 

from both databases. 

 
13Moher, D., A. Liberati, J. Tetzlaff and D. Altman (2009). "Research methods and reporting. preferred reporting 

items for systematic reviews and meta-analyses: the PRISMA statement." Br Med J 339: 332-339.  



  

Table 2. Search strings used in the PRISMA approach 

 

Searc
h try 

Primary search 
criteria 

Secondary search criteria Tertiary search criteria 

No of available 
articles in the 
primary search  

No of available 
articles in the 
secondary search  

No of available 
articles in the tertiary 
search  

Scopus WoS Scopus WoS Scopus WoS 

1 Design for 'zero-
waste' OR 
design for 'no 
waste' 

Design for 'zero-waste' 
OR design for 'no waste' 
AND construction OR 
infrastructure project 

(Design for 'zero-waste' OR design for 'no 
waste') AND (construction OR 
infrastructure project) AND (guidelines OR 
strategies OR policies OR procedures OR 
standards OR protocols OR framework) 

4228 384 89 20 43 38 

2 Design for reuse 
OR design for 
recovery 

Design for reuse OR 
design for recovery OR 
design for deconstruction 
AND construction OR 
infrastructure project 

(Design for reuse OR design for recovery 
OR design for deconstruction) AND 
(construction OR infrastructure project) 
AND (guidelines OR strategies OR policies 
OR procedures OR standards OR protocols 
OR framework) 

73361 48 34 4 20 29 

3 Design for 
recycling OR 
design for 
resource 
recovery  

Design for recycling OR 
design for resource 
recovery AND 
construction OR 
infrastructure project 

(Design for recycling OR design for 
resource recovery) AND (construction OR 
infrastructure project) AND (guidelines OR 
strategies OR policies OR procedures OR 
standards OR protocols OR framework) 

3726 190 80 7 44 39 

4 Design for 'zero-
waste' OR 
design for 'no 
waste' OR 
design for CE OR 
circular design 

Design for 'zero-waste' 
OR design for 'no waste' 
OR design for CE OR 
circular design AND 
construction OR 
infrastructure project 

(Design for 'zero-waste' OR design for 'no 
waste' OR design for CE OR circular design) 
AND (construction OR infrastructure 
project) AND (guidelines OR strategies OR 
policies OR procedures OR standards OR 
protocols OR framework) 

2324 603 12 35 7 48 

5 Design for 
deconstruction 
OR design for 
disassembly  

Design for 
deconstruction OR design 
for disassembly AND 
construction OR 
infrastructure project 

(Design for deconstruction OR design for 
disassembly AND (construction OR 
infrastructure project) AND (guidelines OR 
strategies OR policies OR procedures OR 
standards OR protocols OR framework) 

25599 332 569 35 19 26 

Total Identified articles from SCOPUS and WoS databases in different search levels 109238 1557 784 101 133 180 

Total articles excluded due to eligibility check (duplication, non-relevant, etc.)  198 

The selected articles for review (N) 115 



  

The three-level search strings help identify the relevant articles for construction and infrastructure 

projects. After identifying the relevant articles, the study applies screening and eligibility criteria to 

finalise the articles for the meta-analysis.   

 

A total of 198 articles were excluded as part of the screening and eligibility check and finally, 115 

articles were identified for the meta-analysis of the current practices. Figure 03 shows the article 

selection steps. 

 

 

Figure 3. PRISMA diagram showing the selection process of the articles (adopted from Moher et al., 

2009)13 
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3 RESULTS 

3.1. Trends of the CE studies   

 

Table 3. Geographical location of the selected articles 

Region  Countries  No of Articles 

Africa Egypt and Nigeria 9 

Americas Brazil, Canada, and the USA  10 

Asia Indonesia, China, Hong Kong, India, Kazakhstan, Sri Lanka, 
Korea, Malaysia, Myanmar, Pakistan, Philippines, and 
South Korea.  

35 

Europe  Austria, Belgium, Finland, France, Italy, Germany, Poland, 
Luxembourg, Netherlands, UK, and Ukraine  

46 

Middle East Iran, Oman, Saudi Arabia, UAE 3 

Oceania  Australia  11 

Global Global 1 

 
The selected articles' data in the last 10 years shows that there has been an increase in the number of 

publications around the topic areas. Around 70% of the articles (81) were published in 2010 and 2022, 

showing an influx of recent research publications. In 2022 alone, the number of selected publications 

was about 2.5 higher than the year before. 

 

 

Figure 4. The number of articles published during 2020-2022 
 

Figure 5a shows that research on current CE practices in the built environment has had a dominant 

theoretical focus rather than a practical one. Around two-thirds of the selected articles applied 

theoretical methodologies (literature reviews), while case studies and prototypes accounted for 22% 

and 13%, respectively. Figure 5b illustrates that technology, innovation, and environment are the most 

studied areas in the selected articles (between 22% and 23%). Less focus is given to economic (13%), 

policy (11%), and social (9%) aspects. Figure 5c gives an overview of the life cycle stage that the 
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selected articles cover. The EoL stage makes up 42% of the research, with 22% addressing the EoL 

through processes such as disassembly and/or reuse, and 20% of the articles focus on the EoL from the 

waste management perspective. Nearly a quarter of the articles address the design stage, which is 

followed by both the construction and manufacture stages, at 18% and 15%, respectively. Interestingly, 

only 1% of the articles discuss the operation stage, showing a gap in research. 

 

 

Figure 5. Statistics on the study’s literature (a) research method, (b) focus area, and (c) life cycle 
stage. 
    

Based on the title, abstract, and keywords review of all 115 articles, the articles are grouped into 8 

specific focus areas after completing multiple iterations of identification, selection, and regrouping of 

research focus and scope covered in the articles (Table 4). 
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Table 4. The key areas and elements covered in the articles. 

Broader 

Scope 
Specific Focus 

Number of 

Articles 
Key Elements Covered in the Articles 

Circularity 

practices  CE/zero waste/no-

waste 

19 Zero waste and CE principles, understanding of key 

barriers and opportunities in the transition to a CE-

built environment.  

Design for 

deconstruction/dis

assembly (DfD) 

12 The application of CE and zero waste design 

principles such as DfD or deconstruction. Design for 

reusability and adaptability and the opportunities for 

reusing the entire building by relocating and 

adaptive reuse.  

Reuse of building, 

elements, materials 

11 The opportunities for reusing construction materials 

such as aggregates and timber, and reusing building 

elements/components such as steel frames and steel 

beams/columns.  

Resource 

management  
Recycling/Resource 

management  

21 Waste resource management from the point of 

minimisation, recycling, and recovery of resources 

from waste, including post-disaster events and the 

relevant regulatory policies.  

Innovation 

and 

optimisation  Digital technology  

14 Digitisation and application of innovative 

technologies such as BIM, digital material bank, 

material passport, and cloud computing to enable 

data-driven decisions are the key focus of digital 

innovation. 

Construction 

innovation  

13 The recent innovation in the construction 

technologies such as off-site/modular construction, 

prefabrication, and green construction materials 

using alternative building materials sourced from 

recycled components seem to be the key areas 

covered by the articles.  

Project/supply 

chain optimisation 

11 The project optimisation through innovative 

approaches such as the integration of a client–

designer interface and introducing an early 

contractor’s involvement in the design phase to 

minimise waste, better manage materials, and 

optimise productivity.  

Sustainability 

Assessment  Measurement  

14 Measuring impacts of current practices and the 

sustainability benefits and performance in the 

context of sustainability priorities.  
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3.2. Identified Barriers and Enablers of CE 

 

i. Key Barriers 

 
The application of the meta-analysis to the collected data served to identify the key barriers to 

implementing CE in the built environment sector in Australia (Figure 6). The results suggested four key 

clusters of barriers: cultural, regulatory, organisational, and knowledge and understanding. The 

literature examined in this section covers both Australian and other countries’ sources. 

 

 

Figure 6. Categories of barriers and enablers of CE application in the built environment sector. 
 

• Cultural Barriers 

There are some cultural aspects and social norms that heavily influence the building industry. First, the 

aesthetic preferences of designers, developers, and building occupants may be incongruent with some 

of the strategies to enable circular economies in the building sector14.  Traditionally, embellishment of 

buildings shows wealth and/or status, particularly in residential settings. Secondly, another cultural 

barrier is the high-consumption lifestyles that have spread in many cities around the world. Lastly, 

professionals in the building sector tend to be resistant or slow to change and wary of incorporating 

new approaches14  

 

• Regulatory and Policy Barriers  

The legislation gives little attention to design phases which are essential to waste minimisation15 16. In 

Australia, there is a lack of supportive policies, regulations, and standards to foster circularity in the 

 
14 Katie Skillington, R. H. C. (2020). Design for Dematerialisation: an approach for reducing a building’s embodied environmental flows. 

Ghaffarianhoseini, A (Ed.) Ghaffarianhoseini, A (Ed.) Nasmith, N (Ed.) 54th International Conference of the Architectural Science 
Association 2020, 2020-November, pp.355-364. The Architectural Science Association (ANZAScA). The 54th International Conference of 
the Architectural Science Association (ANZAScA) 2020. Melbourne, Australia. 

15 Ajayi, S. O., L. O. Oyedele, M. Bilal, O. O. Akinade, H. A. Alaka, H. A. Owolabi and K. O. Kadiri (2015). "Waste effectiveness of the 
construction industry: Understanding the impediments and requisites for improvements." Resources, Conservation and Recycling 102: 
101-112. 

16Shooshtarian, S., M. R. Hosseini, T. Kocaturk, T. Arnel and N. T. Garofano (2022). "Circular economy in the Australian AEC industry: 
investigation of barriers and enablers." Building research and information : the international journal of research, development and 
demonstration ahead-of-print(ahead-of-print): 1-13. 
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built environment17. Several issues impede the implementation of these essential regulatory 

measures. There are issues with the reclassification of waste as a resource, which hampers EoL 

treatment and material reuse. Additionally, there are inconsistencies in waste and materials 

management regulations across Australia, making it difficult to produce national frameworks17.  

 

• Organisational Barriers 

In Australia, some barriers at the organisation level inhibit the progress towards a more circular built 

environment, as was evidenced in a recent Green Building Council of Australia (GBCA) survey17. 

Demands such as emissions reduction or carbon footprint reductions take precedence. Likewise, the 

survey revealed that there is not enough stakeholder collaboration and a lack of agreed metrics and 

processing infrastructure. 

 

• Limited Awareness and Understanding of CE 

In Australia, there is little understanding of what a CE can represent to the building sector and the 

benefits it provides1716. In addition, there is a need to differentiate between a CE approach and a 

traditional sustainable model. The former is based on strategies that make business sense, while the 

latter has moved away from financial aspects. This can certainly discourage the uptake of a CE18 . 

Overall, if there is no understanding of the value of a CE, there will not be a real drive to push the 

building industry into circularity18 . A survey conducted on several industry stakeholders in Australia 

revealed that participants’ awareness of the CE has a statistically significant impact on aspects 

including willingness to adopt a CE, CE adoptions, and benefits of the CE16. 

 

ii. Key Enablers 
From the selected data and meta-analysis, the following key enablers of the application of a CE in the 

built environment were identified (Figure 6). The three top enabling clusters are the aspiration for 

sustainability, competitive advantage/cost reduction, and regulatory requirements. The literature 

examined in this section covers both Australian and other countries’ sources. 

 

• CE Usefulness 

Research has shown that there are several driving factors related to sustainability that can enable a CE 

in the building sector. These include resource and energy conservation, enhancing indoor 

environmental quality, and waste minimisation19. Providing evidence of CE-added value has been 

identified as a major driver to implementing CE in the Australian built environment16. 

 

• Industry Motivation for Competitive Advantage/Cost Reduction 

Investing in sustainable solutions may be seen as a cost premium in a project building, and there could 

be long payback periods before recovering the initial investment14  However, provided that 50%-60% 

of construction project costs account for materials, reducing waste is a cost-saving strategy20. This 

means that material waste heavily contributes to cost overrun. For instance, it has been shown that 

waste materials such as concrete, piles, and stone tablets increase project overrun by 7%, 13%, and 

 
17 Green Building Council of Australia (GBCA). (2021). "A circular economy discussion paper."   Retrieved 30 October 2022, from 

https://gbca-web.s3.amazonaws.com/media/documents/a-circular-economy-discussion-paper---final.pdf. 
18 Guerra, B. C. and F. Leite (2021). "Circular economy in the construction industry: An overview of United States stakeholders’ awareness, 

major challenges, and enablers." Resources, Conservation and Recycling 170: 105617. 
19 Ahn, Y. H., A. R. Pearce, Y. Wang and G. Wang (2013). "Drivers and barriers of sustainable design and construction: The perception of 

green building experience." International Journal of Sustainable Building Technology and Urban Development 4(1): 35-45. 
20 Shahid, M. U., M. J. Thaheem and H. Arshad (2022). "Quantification and benchmarking of construction waste and its impact on cost – a 

case of Pakistan." Engineering, Construction and Architectural Management ahead-of-print(ahead-of-print). 
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26%, respectively20. In short, not only do material cost savings improve financial performance, but they 

also can enable circularity in the built sector. 

 

• Regulatory and Policy Requirements 

The policy is essential to enable a CE in Australia’s building sector. Stringent legislation and policy have 

been identified as key success factors in enabling DfD of buildings, which lends itself to designing out 

waste1521. Waste construction effectiveness is dependent on the extent to which it was designed out15. 

Governments must set building deconstruction targets and provide incentives to achieve them to 

reduce waste intensiveness. This is a proven way to enable DfD of buildings as construction works 

require planning acceptance and authorisation based on current regulatory frameworks21. Other 

policies that have been identified as (potential) waste minimisation enablers in the construction 

industry are15. 

 

Economic carrots: these could be in the form of tax reliefs or incentives. These measures are especially 

welcomed by construction contractors and site workers, who are highly motivated by the economic 

benefits of waste minimisation22. Construction industry experts and workers would be incentivised 

(not coerced) to reduce waste. A study conducted in Australia showed that relevant stakeholders 

perceive the lack of incentives as an important obstacle to CE implementation in the building sector16. 

 

Sustainable construction appraisal systems: most of these tools allocate points for material sorting, 

recycling, and/or reusing (e.g., US’s LEEDS, UK’s BREAAM). The same point allocation mechanism could 

be applied to waste management, which could be a key factor in designing out waste. 

  

 
21 Akinade, O. O., L. O. Oyedele, S. O. Ajayi, M. Bilal, H. A. Alaka, H. A. Owolabi, S. A. Bello, B. E. Jaiyeoba and K. O. Kadiri (2017). "Design for 

Deconstruction (DfD): Critical success factors for diverting end-of-life waste from landfills." Waste Management 60: 3-13. 
22 Udawatta, N., J. Zuo, K. Chiveralls and G. Zillante (2015). "Improving waste management in construction projects: An Australian study." 

Resources, conservation and recycling 101: 73-83. 
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iii. SWOT Analysis 
The data collected from the selected literature were analysed to identify strengths, weaknesses, 
opportunities, and threats (SWOT). The SWOT analysis (Table 05) provides an initial understanding of 
all data collected. 

 

Table 5. A SWOT matrix was developed to gain an initial overview of selected data. 

Strengths Weaknesses 

• Circularity in the built environment is 
gaining traction, as there are more 
documents studying this matter every year. 

• There is consistency among information 
from different sources; there are no 
contradictory recommendations and/or 
strategies as to how to achieve circularity in 
the built environment through DoW. 

• Theoretical methods are more popular than 
case studies or application approaches. 

• Many studies focused on the positive 
outcomes for the environment when 
applying circular methods; economic and 
social aspects are often disregarded.  

Opportunities Threats 

• Few studies/documents mention the social 
contributions of promoting circular built 
environments. 

• Design and EoL life-cycle stages seem to 
have more circular strategies than other 
phases, namely, operation. 

• There is hardly any information that 
supports or proves to the industry why 
applying circular practices is worthwhile, 
especially economic-wise. 

• Most cases of success have been trialled in 
other countries, with different policies and 
contexts to Australia. 

 

3.3. CE Guidelines for the Construction and Infrastructure Industry 
 

Analysis of both scholarly and grey literature led to the developing of guidelines for implementing CE 

practices in the construction and infrastructure industry. The guidelines were based on the broader 

scopes identified during the literature review. Table 6 shows an overview of the developed guidelines. 

Performance sustainability measurements in either qualitative or quantitative key performance 

indicators (KPIs) are provided for the strategies shown in Table 6. In addition, each strategy was 

evaluated using a heatmap according to the level of alignment with the Ellen McArthur Foundation 

(EMF) CE principles. The levels of alignment are high, medium, and low. A high alignment means that 

the strategy could contribute significantly to achieving the desired outcomes of each EMF CE principle, 

a medium alignment means a contribution to a certain extent, and a low level means a low 

contribution.



  

Table 6. CE Guidelines for the built environment and alignment with the EMF CE principles 

Broader Scope Strategy KPI 

Alignment with EMF CE Principles 

DoW and 
Pollution 

Keep Products 
and Materials in 
Use 

Regenerate 
Natural Systems 

Circularity 
practices 

1. CE procurement Both qualitative (yes/no) and quantitative (%) of the PwRC High High Medium 

2. Design for Deconstruction (DfD) Disassembly Potential Rating High Medium Low 

3. Design for flexibility and adaptability 
Adaptability and Flexibility Rating. Intensity use proportion of 
the building’s UA /GFA 

Medium High Low 

4. Design for long life 
Both qualitative (yes/no) and quantitative whole LCC 
[$/m2/yr] 

High High Low 

5. Eliminate building components Material use intensity per functional unit (kg/unit/year) High Low Low 

6. Reuse building/building elements 
Reused floor area (% of total GFA) or building component 
reuse in (%) 

High High Medium 

7. Restore and regenerate 
Soil sealing factor and/or compensatory measures (rainwater 
management, green roofs) 

Low Low High 

8. Design out hazardous/pollutant materials Environmental Impact Cost [$/m2/year] Medium Low High 

9. Climate resilient design  Embodied Carbon Intensity [kgCO2 eq/m2/year] Medium Low High 

10. Sharing economy/shared space  
Provision of the shared economy (yes/no) or % of shared 
space 

Medium High Low 

Resource  
management 

11. Waste prevention on the construction site Diversion rate from landfill (%) Medium High Low 

12. Material/component recycling 
Proportion (mass/unit of reference) of secondary materials 
installed in the building. GFA could serve as the unit of 
reference 

High High Low 

Innovation and 
optimisation 
 
 
 
 
 
  

13. Use of digital technology (e.g., material 
passports) 

The proportion of building components or traceable materials 
in % 

Medium Medium Low 

14. Construction Innovation (e.g., modular 
construction) 

Proportion modular and/or off-site construction in % Medium Low Medium 

15. Green supply chain (e.g., use of bio-based 
materials) 

Local vs overseas/sustainably sourced (%) High Low High 

16. Use and integration of sustainable 
technology 

Energy demand from renewable sources (%), Energy storage 
capacity (kWh/time), microgrid options, etc. 

High Low Medium 

 



  

 

i. Discussion 
The sections below describe the strategies in each of the three broader scopes identified in the 

literature review: circularity practices, resource management, and innovation and optimisation. 

 

ii. Circularity Practices 
• CE procurement 

A number of strategies have been developed to include sustainability aspects in the tender process. 

By integrating sustainability right from the tender phase, the decisions can take an integrated, holistic 

approach and no longer have to rely solely on economic factors23. Explicit tender requirements that 

target the impact on health and the environment would be integrated into the invitation to tender. 

Technical requirements, such as durability, ease of recycling, or ease of recovery, can also be included 

in this phase. Certification organisations such as the German Sustainable Building Council (DGNB) 

award tender requirements that explicitly request or recommend using secondary materials or reusing 

materials for mineral construction products. Toxic and hazardous materials must not be accepted 

during the procurement stage. Other targets identified may come as PwRC in the tender and/or 

construction stages.  

 

Procurement can also be decisive in controlling waste by improving logistics24. Waste-efficient 

procurement actions, including just-in-time delivery, improved supply chain collaboration, and 

reduced packaging15. These actions can avoid excessive packaging materials, inadequate materials 

storage, and double or poor handling, all of which are associated with construction waste15. Similarly, 

another successful action that can be taken during the procurement process is to include a contractual 

clause in which sub-contractors are held accountable for their waste disposal2526. A study found that 

in the Australian context, construction project managers consider incorporating waste management 

in the design phase more than effective on-site waste management27. 

 

• Design for Deconstruction (DfD) 

Deconstruction is the careful, piece-by-piece disassembly of buildings2128. Deconstruction of a building 

is also known as selective demolition or disassembly28 . The main goal is to maximise the potential 

reuse and recovery of a building’s components and materials2128  and to prevent demolition at the 

EoL21. The benefits of conducting deconstruction processes outweigh the cost so long as the value of 

the building component is preserved when it reaches its end-of-life21. In fact, through DfD protocols, 

the value of a building can be retained as well as increased29 . If buildings are designed for disassembly, 

a wide variety of end-of-life scenarios for the building’s components and materials can be reached, 

 
23 DGNB. (2020). "PRO1.4 / Sustainability aspects in tender phase."   Retrieved 24 Semptember 2022, 2022, from 

https://static.dgnb.de/fileadmin/dgnb-system/en/buildings/new-construction/criteria/06_PRO1.4_Sustainability-aspects-in-tender-
phase.pdf. 

24 Shooshtarian, S., T. Maqsood, S. Caldera and T. Ryley (2022). "Transformation towards a circular economy in the Australian construction 
and demolition waste management system." Sustainable Production and Consumption 30: 89-106. 

25 Ajayi, S. O., L. O. Oyedele, M. Bilal, O. O. Akinade, H. A. Alaka and H. A. Owolabi (2017). "Critical management practices influencing on-
site waste minimization in construction projects." Waste Management 59: 330-339. 

26 Shooshtarian, S., Caldera, S., Maqsood, T., & Ryley, T (2020). "Using recycled construction and demolition waste products: A review of 
stakeholders’ perceptions, decisions, and motivations. Recycling, 5(4), 31. ." 

27 Udawatta, N., J. Zuo, K. Chiveralls and G. Zillante (2015). "Improving waste management in construction projects: An Australian study." 
Resources, conservation and recycling 101: 73-83. 

28 Carvalho Machado, R., H. Artur de Souza and G. De Souza Veríssimo (2018). "Analysis of Guidelines and Identification of Characteristics 
Influencing the Deconstruction Potential of Buildings." Sustainability 10(8): 2604. 

29 Dams, B., D. Maskell, A. Shea, S. Allen, M. Driesser, T. Kretschmann, P. Walker and S. Emmitt (2021). "A circular construction evaluation 
framework to promote designing for disassembly and adaptability." Journal of Cleaner Production 316: 128122. 
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such as reusing, recycling, relocation, and composting30 . Table 7 shows actions that have been 

identified as key when conducting DfD. 

Table 7. Actions that support DfD. 

Actions Key Reference/s 

Allow parallel rather than sequential disassembly. 30 

Use lightweight materials to facilitate the easy handling of components. 21 28 30 

Size components to suit the proposed means of handling. 30 

Separate structure from cladding to allow changes to the building envelope. 30 

Provide access to all parts of the building that are to be disassembled 30 

Arrange components in a hierarchy of access related to life spans. 29 

Use a modular system that is compatible with existing standards. 28 30 

Reduce, simplify, and standardise connections. 29 30 

Provide a means of identification of components and assembly instructions. 29 30 

Design using an open system that allows for structural alternatives. 21 30 

Allow for disassembly at all scales, from materials to whole buildings. 30 

Logistics/manual of disassembly.  30 

Avoid cast-in-place composite systems unless they are recyclable and reusable 
and do not cause negative environmental impacts. 

21 33 31 

Avoid the use of joints and/or screws. 21 28 30 

Avoid the use of chemical connections (e.g., adhesives, coatings). 21 28 29  

Avoid the use of hazardous materials and compounds. 21 28 29 34  

 

• Design for flexibility and adaptability 

This design seeks to provide the building with multiple life cycles to make the most of resources and 

materials in terms of spatial and technical domains32. The former entails the ability to transform with 

low resource consumption (if any), and the latter involves structural and material alterations to reuse 

materials in the future32. Some specific actions include: 

o Increase convertibility: Allow for changes in building use by designing the building 

envelope to allow for more than one use or to allow modifications in window size and 

spacing32; 

o Use standard, simple construction tools and technologies28 30 33 

o Avoid bespoke/tailor-made solutions and complex building geometries34 . 

 

• Design for Longevity 

A key objective is to keep the value of materials and resources as long as possible by intensifying their 

use32. The means to realise this is by extending the service life of buildings by (i) specifying durable 

components14 , (ii) avoiding the use of synthetic materials that do not allow refurbishment14 , (iii) 

prioritising standardised, modular elements, (iv) maximising the durability of the building structure 

through careful selection, protection, and maintenance of components, (v) making use of Whole Life-

Cycle Cost assessment (WLCC) as a design assessment tool, (vi) assembling in a systemic manner that 

 
30Crowther, P. (2018). "A Taxonomy of Construction Material Reuse and Recycling: Designing for Future Disassembly." European Journal of 

Sustainable Development 7. 
31 Eckelman, M. J., Brown, C., Troup, L., Wang, L.-z., Webster, M. D., & Hajjar, J. F. (2018). Life cycle energy and environmental benefits of 

novel design-for-deconstruction structural systems in steel buildings. Building and Environment.  
32 Çetin, S., V. Gruis and A. Straub (2022). "Digitalization for a circular economy in the building industry: Multiple-case study of Dutch social 

housing organizations." Resources, Conservation and Recycling Advances 15. 
33 Zoghi, M., G. Rostami, A. Khoshand and F. Motalleb (2022). "Material selection in design for deconstruction using Kano model, fuzzy-

AHP and TOPSIS methodology." Waste Management and Research 40(4): 410-419. 
34 ARUP. (n.d.). "Circular Buldings Toolkit."   Retrieved 25 September 2022, 2022, from https://ce-toolkit.dhub.arup.com/framework. 
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is suitable for maintenance and allows for the possibility of replacements, and (vii) designing for longer 

service life14  

 

• Eliminate building/building elements 

This strategy is underpinned by dematerialisation principles, which seek to reduce materials or 

resource inputs in buildings while increasing performance and functionality14  These principles have 

many similarities with the concepts of eco-efficiency and material/resource efficiency that have been 

researched and applied in the construction sector. The concepts aim for economically competitive 

products that result from using materials and resource inputs efficiently. Dematerialisation considers 

all the environmental impacts (direct or indirect) of the life cycle of a product from the design stage. 

Several dematerialising strategies can be applied to a building project14, as illustrated in Figure 7: 

 

Figure 7. Summary of dematerialisation principles. Source: Authors. 
 

• Reuse building/building elements 

According to the waste management hierarchy model35,reusing waste resources is superior to 

recycling due to its environmental benefits, such as reduction in energy consumption and GHG 

emissions, the two major criticism of using PwRC in the sector36 . Furthermore, the technical advantage 

of reusing building elements is that they are reintroduced into the economy without requiring 

significant structural modifications or additional resources. Reuse can be performed either in the same 

or a new building location, and the function of the material or product may be different. Some 

examples of reusing building components include the reuse of greywater37 and the adaptative reuse 

of existing structures14  Even though there are hurdles to overcome to reuse buildings or building 

components, which can be social, economic, material, or stakeholder related, the main obstacle is that 

they have not been designed for this purpose30 . Therefore, DoW needs to be in alignment with 

sustainable manufacturing objectives. 

 

 
35 Clift, R., & Doig, A. (1995). "Developing Life Cycle Inventories for Waste Management." 
36 Shooshtarian, S., Caldera, S., Maqsood, T., & Ryley, T (2020). "Using recycled construction and demolition waste products: A review of 

stakeholders’ perceptions, decisions, and motivations. Recycling, 5(4), 31. ." 
37 Landells, E., A. Naweed, D. H. Pearson, G. G. Karunasena and S. Oakden (2022). "Out of Sight, Out of Mind: Using Post-Kerbside Organics 

Treatment Systems to Engage Australian Communities with Pro-Environmental Household Food Waste Behaviours." Sustainability 
(Switzerland) 14(14). 
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• Restore and regenerate 

This strategy aims to generate a positive impact on human and natural systems. Regenerative buildings 

repair, recreate, and revitalise their sources of water, energy, air, waste, or any other matter38. Some 

of the actions include: 

o Accommodating green spaces in and out of buildings to promote biodiversity and 

interaction between people and the surrounding nature. For example, by 

implementing green roofs, urban agriculture32, trees, parks, gardens, green facades, or 

permaculture38. 

o Allowing high-quality indoor and outdoor environments to improve air quality. This 

could be achieved by implementing naturally lit/ventilated spaces or using vegetated 

walls or suspended gardens38. 

o Incorporating eco-friendly in-situ water treatment systems for both blackwater and 

greywater. The systems can be part of the greenery outlook and improve 

biodiversity38.  

o  Soil sealing: Sparing use of land that minimises the impact on this land at a local level 

results in lower development, wastewater charges, and an improved microclimate39 . 

o  Implementing brownfield redevelopment processes when there is contaminated land 

to make it suitable for reuse. The existing land is significantly improved if the soil on 

the plot is properly disposed of. Soil can be deemed as contaminated not only when it 

is already classed as such but also if there is suspicion of contamination (polluting 

activities, spills, accidents) or if it contains munitions40 . 

 

• Design out hazardous/pollutant materials 

Manufacturers must assess their materials according to the hazards of materials as well as the 

exposure routes during the use and EoL stages38. Materials that may be exposed to humans and nature 

should not contain harmful chemicals. If hazardous products are needed for any reason, they should 

be identified with a tag so they can be correctly handled at the end of their use39 41. 

 

• Climate resilient design 

The main goal of this strategy is to minimise the embodied carbon footprint of materials. The actions 

to realise this involve two main approaches: 

o  Using eco-friendly alternative materials: (a) bio-based products and finishing materials 

which can significantly reduce the embodied carbon of a building38 (e.g., sustainably 

sourced timber by cement); (b) reused or recycled materials, preferably locally sourced 

(fewer transport emissions) (e.g., reclaimed bricks, locally recycled aggregates); (c) 

high-durability, low-maintenance materials (e.g., components with same lifespans as 

the building). 

o  Using fewer materials: (a) design optimisation leads to a reduction in quantities of 

materials used29  (e.g., compact buildings that enable natural ventilation, lower 

 
38 Attia, S. (2018). Regenerative and Positive Impact Architecture: Learning from Case Studies. 
39 DGNB. (2020). "ENV2.3 / Land use." from https://static.dgnb.de/fileadmin/dgnb-system/en/buildings/new-

construction/criteria/02_ENV2.3_Land-use.pdf. 
40 Lemaitre, C., A. Braune, C. Ruiz Durán and D. Geiselmann (2019). "Fostering the Integration of Circular Economy Aspects into the 

Construction and Real Estate Industry." IOP Conference Series: Earth and Environmental Science 290(1): 012021. 
41 Bertino, G., J. Kisser, J. Zeilinger, G. Langergraber, T. Fischer and D. Österreicher (2021). "Fundamentals of Building Deconstruction as a 

Circular Economy Strategy for the Reuse of Construction Materials." Applied Sciences 11(3): 939. 
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wall/floor ratio); (b) design for deconstruction; (c) design for less on-site waste (e.g., 

off-site construction). 

A good practice that can be implemented towards the achievement of this strategy is tracking and 

tracing the embodied carbon footprint of the building parts (e.g., structure, envelope, systems, fittings) 

and specifying a target below the recommended limits of the local area34 . The use of digital 

technologies can facilitate this practice. 

 

• Sharing economy/shared space 

This strategy is concerned with intensifying the functional use of materials. This may involve reducing 

floor area, incorporating shared economy/functions, and designing for multi-functionality and 

adaptability14 32. It must be stressed that none of these actions should hinder the building’s capacity to 

meet basic user needs and/or operational performance14  

 

iii. Resource Management 
• Waste prevention on the construction site 

Innovative processes and concepts have paved the way for waste reduction at the construction site. 

Off-site construction considers the prefabrication of components, precasting of structural elements, 

and design for off-site construction25 . By constructing off-site, waste-generating factors such as 

unexpected design changes, materials handling, and poor storage are completely prevented25. Indeed, 

ensuring a few design changes during the construction process has been identified as one of the top 

strategies for on-site waste minimisation. Provided that off-site construction helps reduce the number 

of design changes, this is an effective strategy to minimise on-site waste42. Other key strategies to 

combat waste in the construction site are: 

o Following the project drawing/designs as closely as possibleError! Bookmark not 

defined.; 

o Identifying potential problems to improve the quality of the final design43 ; 

o Assigning a dedicated place to collect and sort wasteError! Bookmark not defined.; 

o Setting up waste bins in each building zone of the construction siteError! Bookmark 

not defined.; 

o Optimising material waste segregation by providing skip bins for specific 

materialsError! Bookmark not defined.; 

o Providing designers with technical information and capabilities of materials and 

equipment43 ; 

o Instigating synergistic interactions with other industries to recover the value of 

construction waste and by-products (e.g., Industrial Symbiosis where the waste of an 

industry is used as a resource in another industry)44. 

 

• Material/component recycling 

The use of secondary products may not necessarily contribute to ongoing project waste reduction, so 

contractors do not see it as an effective strategy to reduce construction waste. However, using PwRC 

 
42 Ajayi, S. O., L. O. Oyedele, M. Bilal, O. O. Akinade, H. A. Alaka and H. A. Owolabi (2017). "Critical management practices influencing on-

site waste minimization in construction projects." Waste Management 59: 330-339. 
43 Othman, A. A. E. and Y. A. El-Saeidy (2022). "Early supplier involvement framework for reducing construction waste during the design 

process." Journal of Engineering, Design and Technology ahead-of-print(ahead-of-print). 
44 Yu, Y., D. M. Yazan, S. Bhochhibhoya and L. Volker (2021). "Towards Circular Economy through Industrial Symbiosis in the Dutch 

construction industry: A case of recycled concrete aggregates." Journal of Cleaner Production 293: 126083. 
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is both essential to increasing waste diversion from landfills and decreasing waste intensiveness in the 

construction sectorError! Bookmark not defined.. Using secondary materials also reduces the demand 

for raw materials extraction and their associated impacts45 . Thus, PwRC should be used in construction 

projects. A self-declaration or manufacturer declaration specifying the material, component, or PwRC 

must be requested. Secondary raw materials contents can be either manufacturer-specific or sector-

specific. Recycling approaches can also be considered when using aggregates in components (e.g., 

recycled concrete aggregate) or when deciding on fixtures or fittings14  It is worth mentioning that 

recycling should only be practised if it saves energy and emissions compared to primary production 

and that it is technically feasible. Having said that, sometimes recycling leads to loss of quality, and 

sometimes there are no recycling routes for materials that retain their initial structure and quality (e.g., 

cement)46.  

 

iv. Innovation and optimisation 
• Use of digital technology 

Although the built environment has not seen the same digital technology (DT) progress as other 

sectors, there have been important developments in the last decades32. These days, a variety of 

technologies can be used in different life cycle stages of a building. Some of the DTs include Artificial 

Intelligence (AI), BlockChain Technology (BCT), Building Information Modelling (BIM), Digital Twins 

(DTwins), and Material Passports and Databanks, among others. DTs can bring about several benefits 

to the building sector. Firstly, they foster supply chain collaboration among stakeholders as they can 

promote value networks, data-sharing, and knowledge. This is of the utmost importance as 

collaboration has been identified as a key factor in facilitating the CE in the building sector32. Secondly, 

they reduce the demand for raw materials by streamlining design processes, thus reducing waste 

generation. Thirdly, DTs help track and trace materials and resources throughout the entire lifespan of 

a building, which permits them to capture embodied value when they reach their end-of-life32. Overall, 

DTs help to virtually represent a built asset with all relevant building information, including material 

properties, maintenance schedules, (dis)assembly, and operation manuals. With DTs, buildings are 

seen as material banks, which creates new end-of-life possibilities for these materials other than 

becoming waste. 

 

• Construction Innovation 

Several methods that are different from traditional in-situ construction activities can be implemented 

to support a CE in the building sector. Non-conventional construction methods include standardised 

and modular designs and the repetition of similar designs in more than one component. Both methods 

rank as the most popular prefabrication strategies. Some of the benefits of prefabrication include 

higher quality of the final product, reduction of material demand and waste generation, and improved 

health and safety47. 

 

• Green supply chain 

 
45 Shooshtarian, S., S. Caldera, T. Maqsood, T. Ryley, P. S. P. Wong and A. Zaman (2022). "Analysis of factors influencing the creation and 

stimulation of the Australian market for recycled construction and demolition waste products." Sustainable Production and 
Consumption 34: 163-176. 

46 Allwood, J. M. (2013). Squaring the Circular Economy The Role of Recycling within a Hierarchy of Material Management Strategies. The 
Netherlands. 

47 Waster & Resources Action Programme. (2015). "Cutting embodied carbon in construction projects."   Retrieved 3 October 2022, from 
https://greenbuildingencyclopaedia.uk/wp-content/uploads/2015/11/WRAP-FINAL-PRO095-009-Embodied-Carbon-Annex.pdf. 
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In terms of bio-based materials, a decisive factor in selecting construction materials is quality-cost 

effectiveness. Organic-based or ecofriendly (sustainably sourced) materials are often overlooked as 

they are more labour-intensive and/or more expensive than traditional construction materials48. A 

study found that replacing traditional materials in large amounts with more eco-friendly ones can be 

considerably challenging, as the quality of the traditional materials is already well established, and 

replacement could be an issue factoring into sector and market trends48. Policies that incentivise the 

application of more sustainable materials are the key to changing the situation. More companies would 

be pushed to use greener construction materials48. Along with policies that drive the selection of 

sustainably sourced materials, there are some requirements that construction companies can demand 

from their materials suppliers:  

o A raw materials list documenting origin, extraction, processing stages, and locations 

where the processing takes place. 

o  A corporate mission statement that supports the prevention of adverse environmental 

impacts from their raw materials production process activities. Other social corporate 

statements, including the prevention of human rights abuses and corruption, should 

also be requested. 

o Use and integration of sustainable technology 

 

This strategy plans to capture economic value from sustainable and regenerative building 

technologies32. Specific actions include:  

o  Using clean/renewable sources of energy which should be locally generated40; 

o  Applying Passive House or Minergie designs to ensure minimum energy consumption 

and maximum thermal comfort38; 

o  Grid compatibility: Energy that is generated in the building (positive energy 

generation) or on its land from renewable energy sources is fed to the district/the area 

in the immediate vicinity40 . Positive impact buildings have technologies that enable 

such transfer32. 

 

v.     Supporting framework strategies 
In addition to these strategies, our initial research findings in this area recommend the following to 

further improve the effectiveness of RPC in developing and stimulating of end-markets for 

recycled C&D waste products:  

 

• A government agency should be established to control the quality and production of these 

materials. 

• Collaboration with sustainable building (construction) assessment schemes such as Green Star 

and Infrastructure Sustainability to acknowledge product certifications. 

• Stakeholder engagement through industry associations such as the Waste Management and 

Resource Recovery Association of Australia and the Australian Council of Recycling to enhance 

their capability to deal with RPC requirements in their policies and practices. Better 

stakeholder collaboration is key because the current fragmentation of the construction 

industry hinders the achievement of circularity in this sector32.  

 
48 Torgautov, B., A. Zhanabayev, A. Tleuken, A. Turkyilmaz, M. Mustafa and F. Karaca (2021). "Circular Economy: Challenges and 

Opportunities in the Construction Sector of Kazakhstan." Buildings 11(11): 501. 

https://new.gbca.org.au/
https://www.isca.org.au/
https://www.wmrr.asn.au/
https://www.wmrr.asn.au/
https://www.acor.org.au/
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• Enabling third-party organisations to develop PRC schemes that are agreeable to both 

government and industry clients. 

• Guidance on clear technical specifications or standards on the use of recycled aggregate for 

structural applications to enable recyclers to produce products complying by the industry 

standards. 

• Government support for research and development to further increase the quality of recycled 

materials and to raise public awareness of potential benefits. 
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Table 8. CE cheat checklist for construction projects. 
Action Implemented? 
Tender requirements include/recommend the use of secondary materials 
or the reuse of materials 

 

Tender requirements do not accept toxic and hazardous materials  
Tender requirements request the use of recycled content (i.e. PwRC)  
There are waste-efficient procurement actions, such as just-in-time delivery 
and/or reduced packaging 

 

Tender requirements include a sub-contractual clause where sub-
contractors are held accountable for the disposal of their waste 

 

Only cast-in-place systems that are recyclable and reusable are applied  
The use of joints and/or screws is avoided  
Chemical connections (e.g. adhesives, coatings) are avoided  
Hazardous materials and compounds are not used  
The design allows for any possible future changes (e.g. change in window 
size) – design envelope 

 

Use standard, simple construction tools and technologies  
Bespoke/tailor-made solutions and complex building geometries are 
avoided 

 

Durable components have been specified  
Standardised, modular elements have been prioritised  
Parallel disassembly design  
Use lightweight materials that facilitate easy handling of components  
Components are sized to suit the proposed means of handling  
The structure is separated from cladding to allow changes to the building 
envelope  

 

There is access to all parts of the building that are to be disassembled  
Components have been arranged in a hierarch of access related to life spans  
Modular system that is compatible with existing standards  
Connections have been reduced, simplified, and/or standardised  
Provide a means of identification of components and assembly instructions   
Design using an open system that allows for structural alternatives.  
The design allows for disassembly at all scales from materials to whole 
buildings 

 

There is a logistics/manual of disassembly available  
There are multi-use actions that increase building utilisation (e.g. movable 
internal walls)  

 

Technologies and tools are standard and simple, not complex  
Adaptability manual available  
Use of Whole Life-Cycle Cost assessment (WLCC) as design assessment tool  
Assembly allows for maintenance and for the possibility of replacements  
Reduce overspecification of materials/systems or simplify building systems 
to reduce material demand 

 

Eliminate materials that may be redundant and may not capture user needs  
Building systems are simplified to reduce material demand  
Specify fewer water/carbon/energy intensive materials  
Design for reuse instead of new materials  
Thermal bridges are avoided, airtightness is supported  
Structured is rationalised  
Materials and/or systems are not over specified  
Elimination or minimisation of linings and coated/painted surfaces  
Use lightweight materials/systems  
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Reuse waste sources (e.g. reuse of grey waters, adaptative reuse of existing 
structures) 

 

Design by considering reduction in floor area  
Design for multi-functional spaces  
Green spaces are accommodated (e.g. trees, parks, gardens)  
Environments with high quality of air are promoted (e.g. implement 
naturally lit/ventilated spaces) 

 

Eco-friendly in-situ water treatment systems for both blackwater and 
greywater are incorporated 

 

Spare use of land  
Brownfield redevelopment processes are in place when there is 
contaminated land 

 

All materials, including hazardous (if any) are clearly identified  
Use of eco-friendly alternative materials  
Use of fewer materials  
Incorporate shared economy/functions  
Off-site construction whenever possible  
Following the project drawing/designs as closely as possible  
Assigning a dedicated place to collect and sort waste  
Setting up waste bins in each building zone of the construction site  
Designers are provided with technical information and capabilities of 
materials and equipment 

 

Instigating synergistic interactions with other industries to recover the 
value of construction waste and by-products 

 

Digital technologies are used  
Prefabrication strategies are used  
Materials suppliers have provided evidence of materials being sustainably 
sourced (e.g. origin, extraction) 

 

The project uses clean/renewable sources of energy  
The project uses designs that ensue minimun energy consumption (e.g. 
Passive House or Minergie) 

 

The project offers grid compatibility  

 

Table 9. Checklist when choosing materials that support a CE in construction projects36. 
Question Y/N/Value 
Is it a fit-for-purpose material?  
Is the material easily available?  
Can the material be extracted locally?  
How much energy is required during the material manufacturing  
How much water is required during the material manufacturing  
How much waste is generated from producing the material  
Is there any negative impact during the production process (e.g. 

pollution) 
 

Can the material be recycled with local infrastructure?  
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4     CONCLUSION 

This study set out to develop CE guidelines for the C&D waste management of the Australian built 

environment sector. Although various design methods exist to minimise C&D waste, DoW guidelines 

have yet to be clearly outlined. This study sets a framework for the successful implementation of these 

guidelines. In doing so, a descriptive literature review was conducted to understand the current global 

and Australian CE practices in the sector. A main contribution to the theoretical knowledge is 

identifying a significant research gap in circular strategies during the operational stage of the building, 

as most articles focused on the EoL. Furthermore, as a practical contribution, the research provides 

multiple industry-driven strategies that help the built environment sector to achieve CE objectives for 

improved circularity in the resources in use.  

 

This study also identified the main clusters of barriers and enablers of CE implementation in the built 

environment sector. Analysing these factors will help decision-makers to make informed decisions 

about the extent to which CE principles can be applied in the sector. Finally, this paper outlined 

industry-specific guidelines for implementing CE practices. Below are the main takeaways from these 

guidelines that will have sustainability management implications in the built environment sector: 

• The guidelines present 16 strategies with detailed actions that are applicable to all stages in the 

value chain, from design, manufacture, and operation, to EoL. The project managers in the sector 

can adapt and apply these strategies where possible.  

• The strategies encourage the sector to move away from the traditional, linear way of managing 

the built environment by keeping construction materials in the loop and improving waste 

management performance and using the built environment to regenerate nature (e.g., climate-

resilient design). The latter is particularly important in delivering future projects where the 

demonstration of achieving (carbon) emission reductions through climate-resilient design is 

necessary. 

• The seven categories identified as having a literature-specific focus (CE/Zero waste, Construction 

Innovation, DfD/Circular design, Digital Technology, Project/Supply Optimisation, Resource 

Management, Reuse, and Sustainability Assessment) served as a foundation to develop the three 

main scope areas of the proposed guidelines (circularity practices, resource management, and 

innovation and optimisation). Paying attention to these scope areas is necessary from the project 

management perspective to deal with barriers they face throughout the process of transforming 

to circularity.  

• The circularity practices have a strong focus on various design concepts, namely, DfD, design for 

flexibility and adaptability, design for long life, design out hazardous/pollutant materials, and 

climate-resilient design. Resource management strategies are relevant when the material reaches 

its EoL. Innovation and optimisation strategies look to make the most of technological 

breakthroughs to realise circular built environments. Hence, designers and project managers in 

the sector need continuous education and training on the latest technological advancements to 

ensure that circularity will be business as usual.  

• The literature review uncovered targeted strategies and actions that contribute to the DoW and 

pollution and keeping resources in use (two of the EMF CE principles) 
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Most notably, the CE guidelines for the built environment suggested in this study should be seen as a 

dynamic framework that should be updated and revised with new research, good practices, 

technologies, and continuous learning.  



  

Appendix: Meta-analysis of the CE practices in the selected articles according to their key focus areas 
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